Elite/Premier Networking Instructions
Installing your printer through a network:

1. Connect Embosser to the Network
Insert one end of the network cable into the embosser and the second into your network port. Once the embosser is connected, locate the power button on the back of the printer and turn it to the on position. 

 
2. Insert Installation CD

Next, insert the Elite/Premier installation CD that accompanied the embosser into the CD drive of your computer. 
Navigate to CD and select the file 'setup.exe'. 
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NOTE: If you are using Windows Vista, select setup.exe, right-click to bring up the context menu, and then choose 'Run as administrator'.
3. Installation

In the installation screen, select your desired language and Install. 
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Once this file begins to run, a message will appear on your screen informing you that the printer port can not be detected. Select CONTINUE. 
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A dialog will then appear asking the type of printer you are installing. Choose the correct ViewPlus embosser from the list and select OK to continue.
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Note: The list of embossers will include PREMIER 80, PREMIER 100, ELITE 150 and ELITE 200.

You will now be asked to specify a printer port. Select the NETWORK WIZARD button. 
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Once you select the network wizard, you are informed that your network is being scanned in order to detect your ViewPlus embosser.  It may take a few moments to find your networked embossers.
All ViewPlus embossers found on your network will appear in a list. Select the correct printer.
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If you have more than one ViewPlus embosser on your network, you will need to select the correct one using the MAC address. The MAC address can be found on the serial number sticker on the back of the embosser. 
Note: If your ViewPlus embosser is not detected on your network, please discontinue installation and contact your Network Administrator for further assistance.

Once you have selected the correct printer, choose OK. The printer driver will now install. You will need to agree to the license agreement when prompted in order to use the software.
A message will pop up notifying you that the printer installation was successful. Choose OK. 
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Choose Exit on the setup dialog to finish the installation process.
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